DAHLE 550, 552, 554, 556, 558, 750 @

2. BEDIENUNG

Vor Bedienung der Sicherheitsschneidemaschinen Sicherheitshinweise beachten.

ACHTUNG: Uberschreiten der angegebenen Schnitthéhe oder Schneiden von
ungeeigneten Materialien fiihrt zur Beschadigung des Rundmessers.

- Zur Nutzung der ganzen Schnittbreite Messerkopf (6) gegen eines der beiden Seitenteile (4) schieben.

- Schneidgut an der Anlegeschiene (1) sowie am Riickanschlag (2) anlegen.

- Schneidgut durch Andrlicken der PreBschiene (7) vorpressen.

— Messerkopf (6) zlgig an der Fihrungsstange (5) entlangziehen.
Der Schneidvorgang kann in beiden Richtungen erfolgen.

- Zum Schneiden von Schneidgut auf Rollen Abrollstange (12, Rollenhalterzubehér) verwenden.

- Wippen (11) aufklappen und Sicherheitsschneidemaschine an einer Wand sicher aufhangen (durch
Haltenasen an den Wippen kann auch ohne Wandaufhéngung von der Rolle gearbeitet werden).

— Abrollstange (12) mit Rolle (13) in Wippen (11) einhéngen.

3. PFLEGEARBEITEN

- Flhrungsstange (5) gelegentlich mit einem feuchten, flusenfreien Tuch séubern.

4. AUSWECHSELN DES MESSERKOPFS

— Messerkopf (6) gegen Seitenteil (4) schieben.

— Gerat auf den Ricken legen.

— Zwei Schrauben (15) mit Kreuzschlitzschraubendreher aus gegenuberliegendem Seitenteil
herausdrehen.

— Seitenteil (4) abnehmen.

- Messerkopf (6) von der Fiihrungsstange (5) herunterschieben.
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- Ersatzmesserkopf auf Fihrungsstange (5) gegen das noch vorhandene Seitenteil (4) schieben.
- Sicherstellen, daB Rundmesser vor und nicht auf dem Untermesser (8) anliegt!.

Nicht unter den Messerkopf greifen! Rundmesser sehr scharf!

Nicht unter den Messerkopf greifen! Rundmesser sehr scharf!

- Seitenteil (4) wieder aufsetzen und mit zwei Schrauben (15) befestigen.
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ZUBEHOR

} Modell Untergestell
Bestell-Nr.
DAHLE 556 00.06.00696
DAHLE 558 00.06.00698
Modell Rollenhalter
: Bestell-Nr.
DAHLE 550 00.00.00649
DAHLE 552 00.00.00652
DAHLE 554 00.00.00654
DAHLE 556 00.00.00656
DAHLE 558 00.00.00658
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ROLL + CUT SAFETY SHEARING MACHINES
SAFETY INSTRUCTIONS

® The cutting edgés of the rotating round knife at the knife head (6) and of the lower
knife (8) must not be touched because of the great danger of injury.

® DAHLE safety shearing machines meet the strict safety regulations of the
employer’s liability insurance associations. This safety, however, is also
guaranteed if no technical modifications are carried out on the unit.

® To ensure safety, only genuine DAHLE spare parts may be used. When ordering
spare parts, please indicate the complete model number on the bottom of the
shearing machine table.

1. DESCRIPTION

All DAHLE safety shearing machines are individually tested for reliable function and faultless operation.

The ROLL + CUT safety shearing machines are suitable for cutting paper, film, foil and soft plastics. You
can obtain information on the applicability for special material to be cut from your dealer or DAHLE agent.
Proper handling and use of suitable materials guarantee a long service life and a clean cut.

Model Cutting length Max. cutting height Table size Weight
DAHLE 550 360 mm 2,0 mm 555 x 318 mm 2,7 kg
DAHLE 552 510.mm 2,0 mm 705 x 318 mm 3,5 kg
DAHLE 554 720 mm 2,0 mm 915x 318 mm 8,1 kg
DAHLE 556 960 mm 1,0 mm 1155 x 318 mm 116 kg
DAHLE 558 1300 mm 0,7 mm 1495 x 318 mm 15,4 kg
DAHLE 750 360 mm 2,0mm 555 x 318 mm 2,7 kg

The models are equipped as follows:

- Round knife in enclosed plastic knife head.

—  Guide bar (1) with rear stop (2) (in models 550, 552 and 554 a cm grid and various DIN formats (9) are
additionally provided on the shearing machine table).

— A measuring scale (10)in mm and inches increments is provided on the shearing machine table.

— Facility for wall mounting (14).

- Two rockers (11) for mounting the unwinding rod (12, roll-holder accessory). A roll (13) with max. 100
mm diameter can be inserted here.

The material to be cut is fixed by means of the pressing bar (7) and, during cutting, additionally by means
of the rubber roller integrated in the knife head (6).
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Follow safety instructions prior to operation of the safety shearing machines.

2. OPERATION
CAUTION: Exceeding the specified cutting height or cutting unsuitable material leads to
damage of the round knife.

— To use the entire cutting width, push knife head (6) against of the two side sections (4).

— Place material to be cut against guide bar (1) and rear stop (2).

— Press down material to be cut by applying pressure to pressing bar (7).

— Pull knife head (6) quickly along the guide rod (5).
The cutting operation can be carried out in both directions.

- Use unwinding rod (12, roll-holder accessory) to cut material on rolls.

— Swing out rockers (11) and mount safety shearing machine securely on a wall (one can also work from
a roll without wall mounting by putting retainers on the rockers).

- Insert unwinding rod (12) with roll (13) in rockers (11).

3. MACHINE CARE

- Clean guide rod (5) occasionally with a moist, lintfree cloth.

4. CHANGING KNIFE HEAD

Push the knife head (6) against the one side section (4).

Turn the unit over.

Remove the two screws (15) from the other side section using a crosstip screwdriver.
Remove the side section.

Slide the knife head (6) off the guide rod (5).
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Do not reach under the knife head! Round knife is very sharp!

Slide the replacement knife head (4) along the guide rod (5) up to the side section still mounted.
Ensure that the round knife is positioned in front of the lower knife (8), and not behind it.

)

Do not reach under the knife head! Round knife is very sharp!

Replace the side section (4) and secure with the two screws (15).

For More Info
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5. ACCESSORIES

DAHLE 550, 552, 554, 556, 558, 750

I Model Base frame ‘
Order no. |
DAHLE 556 00.06.00696 ]
. DAHLE”558 00.06.00698
} Model Roll-holder
: B Order no.
L DAHLE 550 00.00.00649
DAHLE 552 00.00.00652
DAHLE 554 ) 00.00.00654 |
| DAHLE 556 00.00.00656 ]
L ] DAHLE 558 00.00.00658
For More Info
Click Here --->
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